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Joint Detail 1:1
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Starter Plank 1:2
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Starter plank (Typical 100mm wide)
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ANUL_006_FASTDETAILTIMBFRAME

Starter Plank 1:2
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Fastener Detail Timber Framing 1:2
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Damp Course

60 x 2.8mm Galvanised Flat Head Nail

Fasten through top weatherboard only.

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Timber frame

BGC Interior Liningboard

BGC Nuline™ Plus
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ANUL_007_FASTDETAILSTLFRAME

Starter Plank 1:2
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Fastener Detail Steel Framing 1:2
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Timber Frame
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Starter plank (Typical 100mm wide)
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Damp Course

60 x 2.8mm Galvanised Flat Head Nail

Fasten through top weatherboard only.

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Timber frame

BGC Interior Liningboard

BGC Nuline™ Plus

50mm x No8 Self Embedding Head Screw.

Fasten through top weatherboard only

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus
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Starter Plank 1:2
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BGC Nuline™ Plus

Timber Frame

Vapour Permeable Sarking

Starter plank (Typical 100mm wide)
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ANUL_008_HALFHTTIMBFRAME

Half Height Timber Frame 1:2
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NuLine™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Dado moulding (supplied by

other)

Brickwork

Damp Course
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ANUL_009_CONCLDFIX

Starter Plank 1:2

ANUL_005

NuLine™ Plus Profile

Detail

Date Jan 2013

Scale

Detail No.
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Fastener Detail Timber Framing 1:2
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ANUL_008

NuLine™ Plus Profile

Detail

Date Jan 2013

Scale

Detail No.

ANUL_009_CONCLDFIX

Concealed Fixing 1:2
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Timber Frame
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Starter plank (Typical 100mm wide)
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Damp Course

60 x 2.8mm Galvanised Flat Head Nail

Fasten through top weatherboard only.

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Timber frame

BGC Interior Liningboard

BGC Nuline™ Plus

50mm x No8 Self Embedding Head Screw.

Fasten through top weatherboard only

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Daddo moulding (supplied by
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Selected Timber Frame
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ANUL_010_EXCNRDETAIL

Starter Plank 1:2
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Starter plank (Typical 100mm wide)
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ANUL_010_EXCNRDETAIL

Half Height Timber Frame 1:2
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NuLine™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Dado moulding (supplied by

other)

Brickwork

Damp Course
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Concealed Fixing System Steel 1:2
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Selected Steel Frame
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Concealed Fixing in Bushfire &

Coastal Areas

1:20
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External Corner Detail 1:2
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BGC NuLine™ Plus

External Aluminium

Corner. Fix to Stud

Fasten 50-100mm

from plank end

Vapour Permeable Sarking

Flashing

Insulation

60mm Bullet Head Nail

50mm x 2.8mm Galvanised Flat Head Nail
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Concealed Fixing in Bushfire &
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1:2
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Vapour Permeable Sarking

Timber Frame

BGC Interior Liningboard

BGC Nuline™ Plus

60mm Bullet Head Nail

@ every 3rd/4th Timber Stud

50mm x 2.8mm Galvanised Flat Head Nail

@ every Timber Stud
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ANUL_011_INTCNRDETAIL

Starter Plank 1:2
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Starter plank (Typical 100mm wide)
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ANUL_011_INTCNRDETAIL

Half Height Timber Frame 1:2
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NuLine™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Dado moulding (supplied by
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Brickwork

Damp Course
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Concealed Fixing System Steel 1:2
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Selected Steel Frame
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Concealed Fixing in Bushfire &
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Corner. Fix to Stud

Fasten 50-100mm

from plank end
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60mm Bullet Head Nail
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ANUL_008

NuLine™ Plus Profile

Detail

Date Jan 2013

Scale

Detail No.

ANUL_012_WINDROPEN

Concealed Fixing 1:2

ANUL_009

NuLine™ Plus Profile

Detail

Date Jan 2013

Scale

Detail No.

ANUL_012_WINDROPEN

Window and Door Openings 1:2
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5
0

m
m

 
S

l
a

b

e
d

g
e

 
o

v
e

r
l
a

p

3
0

m
m

 
p

l
a

n
k

o
v
e

r
l
a

p

1
0

0
m

m
 
m

i
n

 
g

r
o

u
n

d

c
l
e

a
r
a

n
c
e

Damp Course

60 x 2.8mm Galvanised Flat Head Nail

Fasten through top weatherboard only.

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Timber frame

BGC Interior Liningboard

BGC Nuline™ Plus

50mm x No8 Self Embedding Head Screw.

Fasten through top weatherboard only

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Daddo moulding (supplied by
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Brickwork

Vapour Permeable Sarking

Selected Timber Frame
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Leave 5mm nominal clearance. Caulk and

Flash as appropriate for frame.

Moulding/ Architrave (supplied by others)
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ANUL_013_BNDRYWALLSYS

Starter Plank 1:2
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ANUL_013_BNDRYWALLSYS

Fastener Detail Timber Framing 1:2
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NuLine™ Plus Profile
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ANUL_013_BNDRYWALLSYS

Fastener Detail Steel Framing 1:2
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NuLine™ Plus Profile
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Half Height Timber Frame 1:2
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Concealed Fixing 1:2
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Window and Door Openings 1:2
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Boundary Wall System 1:2
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Timber Frame

Vapour Permeable Sarking

Starter plank (Typical 100mm wide)
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Damp Course

60 x 2.8mm Galvanised Flat Head Nail

Fasten through top weatherboard only.

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Timber frame

BGC Interior Liningboard

BGC Nuline™ Plus

50mm x No8 Self Embedding Head Screw.

Fasten through top weatherboard only

overlap = 5mm from plank edge.

Vapour Permeable Sarking

Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Daddo moulding (supplied by

other)

Brickwork

Vapour Permeable Sarking

Selected Timber Frame

BGC Interior Liningboard

BGC Nuline™ Plus
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Leave 5mm nominal clearance. Caulk and

Flash as appropriate for frame.

Moulding/ Architrave (supplied by others)

Window
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10mm BGC Plasterboard

Timber Frame

Vapour Permeable Sarking

16mm BGC Wet Area Fireboard

(1 or 2 layers)

35 x 70mm Pine Batten

(wide side down)

BGC Nuline™ Plus
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ANUL_014_WINDTRMDETAIL

Starter Plank 1:2
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BGC Interior Liningboard

BGC Nuline™ Plus

Timber Frame

Vapour Permeable Sarking

Starter plank (Typical 100mm wide)
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Flashing

Damp Course
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Detail

Date Oct 2014

Scale

Detail No.

ANUL_014_WINDTRMDETAIL

Half Height Timber Frame 1:2

ANUL_008

NuLine™ Plus

Selected Timber/Steel frame

BGC Interior Liningboard

BGC Nuline™ Plus

Vapour Permeable Sarking

Starter strip

Dado moulding (supplied by

other)

Brickwork

Damp Course
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ANUL_014_WINDTRMDETAIL

Concealed Fixing System Steel 1:2

ANUL_015

NuLine™ Plus

Vapour Permeable Sarking

Selected Steel Frame

BGC Interior Liningboard

BGC Nuline™ Plus
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ANUL_014_WINDTRMDETAIL

Concealed Fixing in Bushfire &

Coastal Areas

1:20
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